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L U M I N A I R E  D E T A I L S

Product Code LFDLCR-15W-6K-IP44

Product Type Down Light

Application Area Outdoor

P R O D U C T  D E T A I L S

Wattage 15 W

Colour Temp. 6000 K

IP Rating IP44

Chip Type COB · SMD

Luminous Flux 1500 lm

CRI > 80

Beam Angle 30° · 45°

Life Time 50,000 Hours

Driver External / Integrated

Dimming Non-Dimmable (On/Off)

Input Voltage 230V AC

P H Y S I C A L  D E T A I L S

Housing Material Alu Die Cast

Diffuser Material Polycarbonate (PC)

Diffuser Optics Opal

Size Dia 155 x H 38mm

Cutout 140 mm

Operating Temp. -20°C to +55°C

Storage Temp. -20°C to +80°C

P H O T O M E T R I C  ·  P O L A R

0°

90°

L I G H T  D I S T R I B U T I O N

30° 45°

F I N I S H E S

White

L E D

Cree Bridgelux Epistar

DR I V E R

Lifud Luxflare

S U M M A R Y

WAT T A G E

15

C C T

6000

I N G R E S S

44

F I N I S H

WH

Technical data in accordance with EN 60598-1, EN 62031, EN IEC 63000 (RoHS), EU LVD 2014/35/EU and EN/IEC 60529 (IP code). We reserve the right to make technical and design changes.
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Recessed
Downlight 6000K
6000K recessed

LFDLCR-15W-6K-IP44

Recessed LED downlight in cool 6000K — die-cast aluminium with an opal PC
diffuser and interchangeable 30°/45° optics for covered exterior soffits.
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