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M O U N T I N G

Ceiling recessed

L U M I N A I R E  D E T A I L S

Product Code LFSLCR-12W-3K-IP44-WH

Product Type Spot Light

Application Area Indoor

P R O D U C T  D E T A I L S

Wattage 12 W

Colour Temp. 3000 K

IP Rating IP44

Chip Type COB

Luminous Flux 1080 lm

CRI > 80

Beam Angle 24° · 36° · 40°

Life Time 50,000 Hours

Driver External

Dimming Non-Dimmable (On/Off)

Input Voltage 230V AC

P H Y S I C A L  D E T A I L S

Housing Material Alu Die Cast

Diffuser Material Glass

Diffuser Optics Clear

Size Ø82 × H 65 mm

Cutout 70 mm

Operating Temp. -20°C to +40°C

Storage Temp. -20°C to +50°C
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Technical data in accordance with EN 60598-1, EN 62031, EN IEC 63000 (RoHS), EU LVD 2014/35/EU and EN/IEC 60529 (IP code). We reserve the right to make technical and design changes.
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Recessed Spot 12W
fixed

LFSLCR-12W-3K-IP44-WH

The 12 W fixed spot on a 70 mm aperture — the same recessed, low-glare optic
as the Ø72 in a larger body, for rooms that need more output from a single
point.

D I M E N S I O N A L  D R A W I N G  ·  M M


